
MALAYSIAN 
STANDARD 

 

 MS

 

1447-3:2021

  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  
 
 

 

Fixed firefighting systems

 

–

 

Hose

 

systems

 

Part 

 

3: 

 

Maintenance 

 

of 

 

hose 

 

reels 

 

with

 

semi-rigid  hose  and  hose  systems  with  
lay-

 

flat hose

(Second revision) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  
 

       

 
     

 
 
 

   
 
 

   

ICS:

 

13.220.10

Descriptors:

 

fixed

 

firefighting maintenance,

 

hose

 

reels,

 

semi-rigid,

 

lay-fat, systems

FOR

 

SALE

 

WITHIN

 

MALAYSIA

 

ONLY

©

 

Copyright

 

2021

DEPARTMENT

 

OF

 

STANDARDS

 

MALAYSIA 



DEVELOPMENT OF MALAYSIAN STANDARDS 
 
 
The Department of Standards Malaysia (Standards Malaysia) is the national standards and 

accreditation body of Malaysia. 

 

The main function of Standards Malaysia is to foster and promote standards, standardisation and 

accreditation as a means of advancing the national economy, promoting industrial efficiency and 

development, benefitting the health and safety of the public, protecting the consumers, facilitating 

domestic and international trade and furthering international cooperation in relation to standards and 

standardisation. The use of Malaysian Standards is voluntary except in so far as they are made 

mandatory by regulatory authorities by means of regulations, local by-laws or any other similar ways. 

 

Malaysian Standards are developed through consensus by committees which comprise balanced 

representation of producers, users, consumers and others with relevant interests, as may be 

appropriate to the subject at hand. The development of a standard as a Malaysian Standard is governed 

by the Standards of Malaysia Act 1996 [Act 549]. Section 18A of the act stipulated that, all Malaysian 

Standards are owned by the Government of Malaysia and no part of a Malaysian Standard can be 

reproduced in any form without the written permission of the Director General. 

 

 
 
For further information on Malaysian Standards, please contact: 
 
Department of Standards Malaysia 
Level 4 – 7, Tower 2, Menara Cyber Axis 
Jalan Impact, Cyber 6 
63000 Cyberjaya 
Selangor Darul Ehsan 
MALAYSIA 
 
Tel:  60 3 8008 2900 
Fax: 60 3 8008 2901 
http://www.jsm.gov.my 
E-mail: central@jsm.gov.my 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

      

       

©

 

STANDARDS

 

MALAYSIA

 

2021

 

–

 

All

 

rights

 

reserved                                                                                                  i 

  
 
 

     
  

 
 

 
 

 
 

  
 

 
  

 
 

 
 

 
 

 
 

 
 

 
 

                                          

 
 

 
        

 

        

                  

 
 

 

 

 

 

 

  

 

 

 

  

 

 

 

    

 

 

  

                                                                   

MS 1447-3:2021

Committee

 

representation

The National

 

Standards

 

Committee on Fire Safety

 

(NSC

 

M)

 

under

 

whose

 

authority

 

this

 

Malaysian

 

Standard

 

was adopted, comprises representatives

 

from the following

 

organisations:

Association of Consulting Engineers Malaysia
Construction Industry Development Board Malaysia
Department of Chemistry Malaysia
Department of

 

Occupational Safety and Health
Department of Standards Malaysia (Secretariat)
Fire and Rescue

 

Department of Malaysia
Forest Research Institute Malaysia
General Insurance Association of Malaysia
Malaysian

 

Fire Protection Association
Malaysian Public Works Department (Mechanical Branch)
Master Builders Association Malaysia
Pertubuhan Akitek Malaysia
Real Estate and Housing Developers' Association Malaysia
SIRIM Berhad (Previous

 

Secretariat)
SIRIM QAS International Sdn Bhd (Product Certification and Inspection Department)
SIRIM QAS International Sdn Bhd (Testing Services Department)
Tenaga Nasional Berhad
The Institution of Engineers, Malaysia
The Institution of Fire Engineers (UK) Malaysia Branch
Universiti Kebangsaan Malaysia
Universiti Malaya
Universiti Putra Malaysia

The

 

Technical

 

Committee

 

on

 

Wet

 

Fire

 

Protection

 

System which

 

recommended the

 

adoption of EN

 

standard

 

consists

 

of representatives

 

from the following

 

organisations:

Association of Consulting Engineers Malaysia

Department of Standards Malaysia (Secretariat)

Federation of Malaysian Manufacturers

Fire and Rescue Department of Malaysia

Fire Research

 

Centre, Fire and Rescue Department of Malaysia

Malaysian Fire Protection

 

Association

Malaysian Public Works Department (Mechanical Branch)
Pertubuhan Akitek Malaysia

SIRIM Berhad (Previous

 

Secretariat)

SIRIM QAS International Sdn Bhd

 

(Product Certification and Inspection Department)

SIRIM QAS International Sdn Bhd (Testing Services Department)

The Institution of Engineers, Malaysia

The Institution of Fire Engineers (UK) Malaysia Branch

Universiti Putra Malaysia



 

© STANDARDS MALAYSIA 2021 – All rights reserved 

 
 

 
        

           
  

 
           

       
 

             
 

 

        
 

        
 

                
 

            
         

          
        

 
             

 
  

 
           

     
 

   
 

 
 

 

                                                                                                                                                                                                        

MS 1447-3:2021

National

 

foreword

The

 

adoption

 

of

 

the

 

EN

 

Standard

 

as

 

a

 

Malaysian

 

Standard

 

was

 

recommended

 

by

 

the

 

Technical

 

Committee

 

on

 

Wet

 

Fire

 

Protection

 

under

 

the

 

authority

 

of

 

the

 

National  Standards
Committee on Fire Safety.

This

 

Malaysian

 

Standard

 

is

 

the  second  revision

 

of  MS  1447-3:2006, Fixed  firefighting

 

systems

 

–

 

Hose  systems  Part  3: Maintenance  of  hose  reels  with  semi-rigid  hose  and  hose  
systems with lay-flat hose

MS

 

1447

 

consists

 

of

 

the

 

following

 

parts,

 

under

 

the

 

general

 

title

 

Fixed

 

firefighting

 

systems

 

–

 

Hose
systems:

⎯

 

Part

 

1:

 

Hose

 

reels

 

with

 

semi-rigid

 

hose

⎯

 

Part

 

2:

 

Hose

 

systems

 

with

 

lay-flat

 

hose

⎯

 

Part

 

3:

 

Maintenance

 

of

 

hose

 

reels

 

with

 

semi-rigid

 

hose

 

and

 

hose

 

systems

 

with

 

lay-flat

 

hose

This

 

Malaysian

 

Standard

 

is

 

identical

 

with

 

EN

 

671-3:2009,

 

Fixed

 

firefighting

 

systems

 

–

 

Hose

 

systems

 

–

 

Part

 

3:

 

M

 

a

 

i

 

n

 

t

 

e

 

n

 

a

 

n

 

c

 

e

 

o

 

f

 

h

 

ose

 

reels

 

with

 

semi-rigid

 

hose

 

and

 

hose

 

systems with

 

lay-

 

flat

 

hose

 

published

 

by

 

the

 

European

 

Committee

 

for

 

Standardization

 

(CEN).

 

However,

 

for
the

 

purposes

 

of

 

this

 

Malaysian

 

Standard,

 

the

 

following

 

apply:

a)

 

in

 

the

 

source

 

text,

 

“this

 

European

 

Standard”

 

should

 

read

 

“this

 

Malaysian

 

Standard”;

b)

 

the comma which is used as a decimal sign (if any), to read as a point; and

c)

 

reference

 

to

 

European

 

Standards

 

and

 

International

 

Standards

 

should

 

be

 

replaced

 

by
equivalent

 

Malaysian

 

Standards

 

as

 

follows:

This Malaysian Standard cancels

 

and replaces MS

 

1447-3:2006.

This

 

standard

 

is

 

published

 

with

 

the

 

permission

 

of

 

the

 

European

 

Committee

 

for

 

Standardization. Such permission is hereby acknowledged.

Compliance

 

with

 

a

 

Malaysian

 

Standard

 

does

 

not

 

of

 

itself

 

confer

 

immunity

 

from

 

legal

 

obligations.
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Foreword 

This document (EN 671-3:2009) has been prepared by Technical Committee CEN/TC 191 “Fixed firefighting 
systems”, the secretariat of which is held by BSI. 

This European Standard shall be given the status of a national standard, either by publication of an identical 
text or by endorsement, at the latest by September 2009, and conflicting national standards shall be 
withdrawn at the latest by September 2009. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights. 

This document supersedes EN 671-3:2000. 

EN 671 has the general title Fixed firefighting systems – Hose systems and is in three parts: 

 Part 1: Hose reels with semi-rigid hose; 

 Part 2: Hose systems with lay-flat hose; 

 Part 3: Maintenance of hose reels with semi-rigid hose and hose systems with lay-flat hose. 

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following 
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Cyprus, Czech 
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, 
Sweden, Switzerland and the United Kingdom. 
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Introduction 

Hose reels and hose systems in proper condition provide a very effective firefighting facility with a continuous 
supply of water available immediately. They are especially valuable in an early stage of fire and can be 
operated efficiently by an untrained person. Hose reels and hose systems will have a long service life but it 
shall be realized that their usefulness depends on maintenance to ensure instant readiness when required. 
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1 Scope 

This European Standard specifies requirements for inspection and maintenance of hose reels and hose 
systems such that they continue to provide the service for which they were manufactured, supplied or installed 
i.e. to ensure a first emergency intervention to fight a fire before more powerful means can be implemented. 

This European Standard is applicable to hose reel and hose system installations in all types of buildings 
irrespective of the nature of use of the buildings. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

EN 671-1:2001, Fixed firefighting systems – Hose systems – Part 1: Hose reels with semi-rigid hose 

EN 671-2:2001, Fixed firefighting systems – Hose systems – Part 2: Hose systems with lay-flat hose 

EN 694:2001, Fire-fighting hoses – Semi-rigid hoses for fixed systems 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in EN 694:2001, EN 671-1:2001, EN 671- 
2:2001 and the following apply. 

3.1 
competent person 
person with the necessary training and experience with access to the relevant tools, equipment and 
information, manuals and knowledge of any special procedures recommended by the manufacturer, to be 
capable of carrying out the relevant maintenance procedures of this European Standard 

3.2 
maintenance 
combination of all technical and administrative actions including supervision actions, intended to retain an item, 
or restore it to a state in which it can perform a required function 

3.3 
responsible person 
person responsible for or having effective control over fire safety provisions adopted in or appropriate to the 
premises or the building 

NOTE Due to national regulations the responsible person could either be the user or the owner of the premises. 

3.4 
supplier 
party responsible for the product, process or service and able to ensure that the quality assurance is 
exercised 

NOTE The definition may apply to manufacturers, distributors, importers, assemblers, service organizations. 
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4 Routine checks by the responsible person 

Regular checks of all hose reels and hose systems shall be carried out by the responsible person or his 
representative at intervals depending on environmental circumstances and/or fire risk/hazard, to make sure 
that each hose reel or hose system is: 

a) located in the designated place; 

b) unobstructed, visible and has legible operating instructions; 

c) not obviously defective, corroded or leaking. 

The responsible person shall arrange for immediate corrective action, where necessary. 

The result of regular checks shall be recorded by the responsible person. 

5 Records of hose reels and hose systems 

In order to check conformity with the manufacturer's instructions of the hose reel or hose system installation, 
the responsible person shall keep records of a plan showing the exact location and technical data of the 
installation. 

6 Inspection and maintenance 

6.1 Annual inspection and maintenance 

The inspection and maintenance shall be carried out by the competent person. 

The hose shall be fully run out, put under building system pressure and the following points checked: 

a) the appliance is unobstructed and free from damage and components not corroded or leaking; 

b) operating instructions are clear and legible; 

c) the location is clearly marked; 

d) brackets for wall mounting are suitable for their purpose and are fixed and firm; 

e) the flow of water is steady and sufficient; 

NOTE The use of flow indicator and pressure gauge is recommended. For lay flat hose systems this test can be done 
with another hose with the same specifications e.g. shorter length. 

f) pressure gauge, if fitted, is working satisfactorily and within its operating range; 

g) the entire length of hose shall be inspected for signs of cracking, distortion, wear or damage; if the 
hose shows any signs of defect it shall be replaced or proof-tested to maximum working pressure; 

h) hose clips or bindings are of the correct type and are securely fastened; 

i) hose drums rotates freely in both directions; 

j) for swinging reels, check that the pivot rotates easily and that the reel swings minimum required 
angles stated in Parts 1 and 2 of this European Standard; 
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k) on manual reels, check the manual stop valve is of correct type and that it operates easily and 
correctly; 

l) on automatic reels, check the correct operation of the automatic valve and check for the correct 
operation of the isolating service valve; 

m) check the condition of the water supply pipe work, particular attention shall be paid to any flexible pipe 
work for signs of damage or wear; 

n) if fitted with a cabinet, check for signs of damage and check that the cabinet doors open freely; 

o) check that the nozzle is of the correct type and easy to operate; 

p) check the operation of any hose guide and ensure they are correctly and firmly fixed; 

q) leave the hose reel and hose system ready for immediate use; if any extensive maintenance is 
necessary the hose reel or hose system shall be labelled "OUT OF ORDER" and the competent 
person shall inform the user/owner. 

6.2 Periodic inspection and maintenance for all hoses 

Every 5 years all hoses shall be pressurized to maximum working pressure according to EN 671-1 and/or EN 
671-2. 

7 Records of inspection and maintenance  

The record shall include: 

a) date (year and month); 

b) result; 

c) extent and date of installation of replacement parts; 

d) if any further action is required; 

e) date (year and month) for the next inspection and maintenance; 

f) identification of each hose reel and/or hose system. 

After inspection and maintenance it is recommended that hose reel and hose system is protected with a 
security seal. 

After inspection and necessary corrective measures (6.1 and 6.2), hose reels and hose systems shall be 
marked "CHECKED" by the competent person. 

A permanent record of all inspections, checks and tests shall be kept by the responsible person. 

8 Fire safety during inspection and maintenance 

Because inspection and maintenance can temporarily reduce the effectiveness of fire protection: 

a) depending on the estimated fire hazard, only a limited number of hose reels and hose systems shall 
undergo extensive maintenance simultaneously in one particular area; 
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b) the provision of additional fire safety precautions and safety instructions shall be considered during 
the maintenance period and during periods when water supplies are shut down. 

9 Rectification of defects 

Only components (for example hoses, nozzles, inlet stop valves) approved by the manufacturer/supplier of the 
hose reel or hose system shall be used to replace those components found to be defective. 

NOTE It is essential that all defects are rectified in the shortest possible time to ensure that the firefighting installation 

is restored in a satisfactory condition. 

10 Maintenance and inspection label 

Maintenance and inspection data shall be recorded on a label which shall not cover any of the manufacturer’s 
marking. 

The following data shall be provided on the label: 

a) the wording CHECKED (see 7); 

b) name and address of the hose reel or hose system supplier (see 3.4); 

c) mark clearly identifying the competent person (see 3.1); 

d) date (year and month) when the maintenance was carried out (see 6.1 and 6.2). 
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