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FOREWORD 
 
This Malaysian Standard was developed by the Working Group on Preferred Sizes and 
Coordinating Sizes for Masonry Bricks and Blocks supervised by the Technical Committee on 
Modular Coordination under the authority of the Building and Civil Engineering Industry 
Standards Committee. Development of this standard was carried out by the Construction 
Industry Development Board Malaysia (CIDB) which is the Standards-Writing Organisation 
(SWO) appointed by SIRIM Berhad to develop standards for the construction industry. 
 
MS 1064 consists of the following parts under the general title, “Guide to modular 
coordination in buildings” : 
 
Part 1   : General principles 
Part 2   : Storey heights and room heights 
Part 3   : Coordinating sizes and preferred sizes for stairs and stair openings 
Part 4   : Coordinating sizes and preferred sizes for doorsets 
Part 5   : Coordinating sizes and preferred sizes for windowsets 
Part 6   : Coordinating sizes and preferred sizes for rigid flat sheets 
Part 7   : Coordinating sizes and preferred sizes for tiles 
Part 8   : Coordinating sizes and preferred sizes for masonry bricks and blocks 
Part 9   : Coordinating sizes and preferred sizes for cabinets 
Part 10 : Coordinating sizes and preferred sizes for reinforced concrete components 
 
Compliance with a Malaysian Standard does not of itself confer immunity from legal 
obligations.  
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GUIDE TO MODULAR COORDINATION IN BUILDINGS :  
PART 8 : COORDINATING SIZES AND PREFERRED SIZES FOR 

MASONRY BRICKS AND BLOCKS  
 
 
SECTION 1 : GENERAL 
 
 
1.0 Introduction 
 
The objective of this standard is to standardise dimension of bricks and blocks for the purpose 
of rationalising the design, construction and assembly of building components, in order to 
facilitate industrial production. 
 
This Malaysian Standard specifies the coordination and preferred dimension of length, height 
and width for the bricks and blocks. 
 
 
1.1 Scope  
 
This Malaysian Standard gives recommendations for the coordinating sizes and preferred 
sizes for all types of bricks and blocks except for glass blocks. 
 
 
1.2 Field of applications 
 
This Malaysian Standard applies to masonry bricks and blocks for use in buildings of all 
types, with particular reference to those constructed on the principles of modular coordination 
in accordance with MS 1064: Part 1. 
 
 
1.3 Referenced documents 
 
The following referenced documents contain provisions which, through reference in this text, 
constitute provisions of this Malaysian Standard. For dated references, where there are 
subsequent amendments to, or revision of, any of these publications do not apply. However, 
parties to agreements based on this Malaysian Standard are encouraged to investigate the 
possibility of applying the most recent edition of the referenced document. For undated 
references, the latest edition of the publication referred to applies. 
 
MS 1064 : Part 1 Guide to modular coordination in building: Part 1 : General principles 
 
 
1.4 Definitions 
 
For the purpose of this Malaysian Standard, the definitions given in MS 1064 : Part 1 shall 
apply.  
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SECTION 2 : COORDINATING SIZES FOR MASONRY BRICKS AND 
BLOCKS 
 
 
2.1. Scope 
 
This Section gives recommendations for the coordinating sizes for all types of bricks and 
blocks except for glass blocks. 
 
 
2.2 Specifications 
 
2.2.1 Coordinating sizes for bricks and blocks 
 
The coordinating sizes of bricks and blocks are given  in Tables 1 and 2 respectively. 
 

Table 1.   Coordinating sizes for bricks 
 

Length Height Width 
 

2M 1M 1M 
3M 1M 1M 

 
NOTE.   M is the symbol for the basic as defined in MS 1064 : Part 1 and having the value of 100 mm 
 

 
Table 2.   Coordinating sizes for blocks 

 
Length Height Width 

3M 2M 1M 
 

3M 2M 1.5M 
4M 2M 1M 
4M 2M 1.5M 
4M 2M 2M 

4.5M 1.5M 1M 
4.5M 1.5M 1.5M 
4.5M 1.5M 2M 
4.5M 2M 1M 
4.5M 2M 1.5M 
4.5M 2M 2M 
4.5M 3M 1M 
4.5M 3M 1.5M 
4.5M 3M 2M 

6M 2M 1M 
6M 2M 1.5M 
6M 2M 2M 
6M 3M 1M 
6M 3M 1.5M 
6M 3M 2M 

 
NOTE.   M is the symbol for the basic as defined in MS 1064 : Part 1 and having the value of 100 mm. 
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SECTION 3 : PREFERRED SIZES FOR MASONRY BRICKS AND BLOCKS 
 
 
3.1 Scope 
 
This Section gives recommendations for the series of preferred sizes for all types of bricks 
and blocks except for glass blocks. 
 
 
3.2 Specifications 
 
3.2.1 Series of preferred sizes for bricks and blocks 
 
The dimensions of preferred sizes specified are the work sizes. The dimension of preferred 
sizes for bricks and blocks are given as in Tables 3 and 4 respectively. 
 
 

Table 3.   Dimensions of preferred sizes for bricks 
 

Length  
(mm) 

Height  
(mm) 

Width 
(mm) 

190 90 90 
290 90 90 

 
 
 

Table 4.   Dimensions of preferred sizes for blocks 
 

Length 
(mm) 

Height 
(mm) 

Width  
(mm) 

290 190 90 
290 190 140 
390 190 90 
390 190 140 
390 190 190 
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