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This Malaysian Standard, which had been approved by the Chemical and Pharmaceutical

Industry Standards Committee and endorsed by the Board of the Standards and Industrial

Research Institute of Malaysia (SIRIM) was published under the authority of the SIRIM Board

in May, 1994.

SIRIM wished to draw attention to the fact that this Malaysian Standard does not purport to

include all the necessary provisions of a contract.

The Malaysian Standards are subject to periodical review to keep abreast of progress in the

industries concerned. Suggestions for improvements will be recorded and in due course

brought to the notice of the Committee charged with the revision of the standards to which

they refer.

The following reference relate to the work on this standard:

Committee reference: SIRIM 482/2/9

Draft for comment: D255 (ISC B)R

Amendments issued since publication

Amd. No. Date of issue Text affected
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FOREWORD

This revised Malaysian Standard was prepared by the Working Group on Paints and Varnishes
under the authority of the Chemical and Pharmaceutical Industry Standards Committee.

This revised standard is an adaptation of the ISO 2884-1974(E), “Paints and varnishes -

Determination of viscosity at a high rate of shear”, with slight modifications in order to suit the
local conditions and practices i.e. test temperature.

This standard supersedes MS 133:Pt. A7:1973 on “Methods of Test for Paints : Determination
of the viscosity of paints at a high rate of shear”.
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