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NATIONAL FOREWORD

MS EN 81-1:2012

The adoption of the EN Standard as a Malaysian Standard was recommended by the
Working Group on Lifts and Escalators under the authority of the Industry Standards

Committee on Mechanical Engineering.

This Malaysian Standard is the first revision of MS 2021-1, Safety rules for the construction

and installation of lifts - Part 1: Electric lifts.

This Malaysian Standard is identical with EN 81-1:1998, Safety rules for the construction and
installation of lifts - Part 1: Electric lifts, including its Corrigendum 1:1999, Amendment 1:2005,
Amendment 2:2004 and Amendment 3:2009, published by the European Committee for
Standardization (CEN) with the exceptions as listed below.

MALAYSIAN STANDARD EXCEPTIONS

a) in the source text, “this European Standard” should read “this Malaysian Standard”;

b) the comma which is used as a decimal sign (if any), to read as a point;

c) Clause/Subclause and exceptions as below:

Sub-clause EN 81-1:1998 + A3:2009

MS EN 81-1:2012

1.3h) -

Goods lift (see terms and definitions in
Clause 3) other than goods passenger
lifts, with regard to the relationship
between rated load and maximum
available car area for classes of loading
and design requirements.

Authorised person (definition)

Personnel permitted by the lift approved
firm (registered with the local authority) to
carry out specific task on the lift
equipment.

Car bottom runby (definition)

The distance between the car buffer striker
plate and the striking surface of the car
buffer when the car floor is level with the
bottom terminal landing.

Counterweight bottom runby (definition)
The distance between the counterweight
buffer striker plate and the striking surface
of the counterweight buffer when the car
floor is level with the top terminal landing.

Goods lift (definition)

Lift exclusively used to carry goods and
installed in a public prohibited area, for
which an attendant and the persons
required to load and unload the goods are
permitted to ride.
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