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DEVELOPMENT OF MALAYSIAN STANDARDS 
 

 

The Department of Standards Malaysia (STANDARDS MALAYSIA) is the national 

standards and accreditation body of Malaysia. 

 

The main function of STANDARDS MALAYSIA is to foster and promote standards, 

standardisation and accreditation as a means of advancing the national economy, 

promoting industrial efficiency and development, benefiting the health and safety of 

the public, protecting the consumers, facilitating domestic and international trade and 

furthering international cooperation in relation to standards and standardisation. 

 

Malaysian Standards (MS) are developed through consensus by committees which 

comprise balanced representation of producers, users, consumers and others with 

relevant interests, as may be appropriate to the subject at hand. To the greatest 

extent possible, Malaysian Standards are aligned to or are adoption of international 

standards. Approval of a standard as a Malaysian Standard is governed by the 

Standards of Malaysia Act 1996 [Act 549]. Malaysian Standards are reviewed 

periodically. The use of Malaysian Standards is voluntary except in so far as they are 

made mandatory by regulatory authorities by means of regulations, local by-laws or 

any other similar ways. 

 

STANDARDS MALAYSIA has appointed SIRIM Berhad as the agent to develop, 

distribute and sell the Malaysian Standards. 

 

For further information on Malaysian Standards, please contact: 

 

Department of Standards Malaysia OR SIRIM Berhad 
Ministry of Science, Technology and Innovation             (Company No. 367474 - V) 
Level 1 & 2, Block 2300, Century Square  1, Persiaran Dato’ Menteri 
Jalan Usahawan  Section 2 
63000 Cyberjaya  40000 Shah Alam 
Selangor Darul Ehsan  Selangor Darul Ehsan 
MALAYSIA  MALAYSIA 
 
Tel:  60 3 8318 0002  Tel:  60 3 5544 6000 
Fax: 60 3 8319 3131  Fax: 60 3 5510 8095 
http://www.standardsmalaysia.gov.my    http://www.sirim.my  
 
E-mail: central@standardsmalaysia.gov.my               E-mail: msonline@sirim.my 
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FOREWORD 
 
 
This Malaysian Standard was developed by the Working Group on Revision of MS 26: Part 1 
under the authority of the Industry Standards Committee on Building, Construction and Civil 
Engineering. 
 
This Malaysian Standard is the second revision of MS 26: Part 1, Methods of testing concrete 
- Part 1: Methods of sampling fresh concrete (First revision). 
 
Major modification in this revision are as follows: 
 
a) Figure 3.2. Types of slumps has been deleted; and 
 
b) incorporation of a new clause on weather and temperature under Test Report. 
 
This MS 26-1 consists of the following sections, under the general title, Testing of concrete - 
Part 1: Fresh concrete: 
 
Section 1: Sampling 
 
Section 2: Slump test 
 
Section 3: Vebe test 
 
Section 4: Degree of compactability 
 
Section 5: Flow table test 
 
Section 6: Density 
 
Section 7: Air content - Pressure methods 
 
Section 8: Compacting factor test 
 
CAUTION.  When cement is mixed with water, alkali is released.  Take precautions to avoid dry cement entering 
eyes, mouth and nose whilst mixing concrete. Prevent skin contact with wet cement or concrete by wearing suitable 
protective clothing. If cement or concrete enters the eye, immediately wash it out thoroughly with clean water and 
seek medical treatment without delay. Wash wet concrete off the skin immediately. 
 
This Malaysian Standard cancels and replaces MS 26: Part 1:1991. 
 
Compliance with a Malaysian Standard does not of itself confer immunity from legal 
obligations. 
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