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This Malaysian Standard, which had been approved by the Chemical and Pharmaceutical

Industry Standards Committee and endorsed by the Council of the Standards and Industrial

Research Institute of Malaysia (SIRIM) was published under the authority of the SIRIM Council

in March, 1993.

SIRIM wishes to draw attention to the fact that this Malaysian Standard does not purport to

include all the necessary provisions of a contract.

The Malaysian Standards are subject to periodical review to keep abreast of progress in the

industries concerned. Suggestions for improvements will be recorded and in due course brought

to the notice of the Committees charged with the revision of the standards to which they refer.

The following references relate to the work on this standard:

Committee reference: SIRIM 482/9

Draft for comment: D209 (ISC B)

Amendments issued since publication

Amd. No. Date of issue Text affected
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FOREWORD

This Malaysian Standard was prepared by the Technical Committee on Paints, Solvents and
Allied Products under the authority of the Chemical and Pharmaceutical Industry Standards
Committee.

In the preparation of this standard, references were made to the following relevant standards:-

1. Japanese Standard, JIS K 5961 - 1983, “Household varnish for floor”.

2. Malaysian Standard, MS 432:1976, “Specification for single pack varnishes forwooden
panelling”.

3. Malaysia Standard, MS 904:1984, “Glossary of terms used in the paint trade and
industry”.

Current practices in the local industry were also taken into account during the preparation of
this Malaysian Standard.
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