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FOREWORD

This Malaysian Standard was developed by the Working Group on Wood-based Furniture
under the authority of the Industry Standards Committee on Mechanical Engineering.
Development of this standard was carried out by Malaysian Timber Industry Board (MTIB),
which is the Standards-Writing Organisation (SWO) appointed by SIRIM Berhad to develop
standards for timber, timber products and timber structures.

This Malaysian Standard is the first revision of MS 1215-2, Method of test for finishes for
wooden furniture - Part 2: Assessment of surface resistance to wet heat.

Major modifications in this revision are as follows:
a) anew clause on terms and definitions has been added;

b) in Clause 4, the principle of the test method has been amended, where aluminium block
is used as heat source; and

c) in Clause 8 on assessment of results, the description of appearance of test area (rating
code) has been amended.

MS 1215 consist of the following parts, under the general title, Method of test for finishes on
wooden furniture:

Part 1: Assessment of glare by measurement of specular gloss

Part 2: Assessment of surface resistance to wet heat

Part 3: Assessment of surface resistance to dry heat

Part 4: Assessment of surface resistance to liquids

Part 5: Assessment of surface resistance to cold oils and fats

Part 6: Assessment of surface resistance to mechanical damage

This Malaysian Standard cancels and replaces MS 1215: Part 2:1991.

Compliance with a Malaysian Standard does not of itself confer immunity from legal
obligations.
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