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FOREWORD

This Malaysian Standard was developed by the Subcommittee on Wood-based Panels
supervised by the Technical Committee on Timber and Timber Products under the authority
of the Building and Civil Engineering Industry Standards Committee. Development of this
standard was carried out by the Malaysian Timber Industry Board (MTIB) which is the
Standards-Writing Organisation (SWQ) appointed by SIRIM Berhad to develop standards for
the timber industry.

This standard corresponds to ISO 9426:2003, Wood-based panels — Determination of
dimensions of panels, published by the International Organization for Standardization (1SO)
with the following modifications:

a) in the source text, Clauses 4, 5, 6 and 7 have been changed to Clauses 5, 6, 7 and 4,
respectively; and

b) sub-clause 9.5 -‘record the value measured in 8.5 to the nearest 0.5 mm and whether
the bow is measured in width or length' has been changed to 'record the amount of bow
in the panel from the measurement taken in 8.5. Calculate the maximum amount of
bow to the nearest 0.5 mm and note whether it is concave or convex, if relevant’.

MS 1787 consists of the following parts, under the general title, Wood-based panels:

Part 1: Determination of dimensions of panels

Part 2: Sampling and cutting of test pieces

Part 3: Determination of dimensions of test pieces

Part 4: Determination of moisture content

Part 5: Determination of density

Part 6: Determination of swelling in thickness after immersion in water

Part 7: Determination of dimensional changes associated with changes in relative humidity
Part 8: Determination of moisture resistance under cyclic test conditions

Part 9: Determination of surface soundness

Part 10: Determination of modulus of elasticity in bending and of bending strength
Part 11: Determination of tensile strength perpendicular to the plane of the panel
Part 12: Determination of wet bending strength

Part 13: Determination of screw holding ability

Part 14: Determination of formaldehyde content by perforator method

Part 15: Determination of formaldehyde emission by desiccator method

This Malaysian Standard will be used in reference to fibreboard, particleboard and oriented
strand board, but does not include plywood.

Compliance with a Malaysian Standard does not of itself confer immunity from legal
obligations.

NOTE. MOD on the front cover indicates a modified standard i.e. a standard adapted from an International Standard
with permitted technical deviations, which are clearly identified and explained. The changes in structure are permited
provided that the altered structured permits easy comparison of the content of the two standards. Modified standards
also include the changes permitted under identical correspondence.



